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Subpart H—Interim Measures for Certain
Tank Vessels Without Double Hulls Car-
rying Animal Fat or Vegetable Oil

157.500 Purpose and applicability.
157.510 Operational measures.

Subpart I—Interim Measures for Certain
Tank Vessels Without Double Hulls Car-
rying Other Non–Petroleum Oil

157.600 Purpose and applicability.
157.610 Operational measures.

APPENDICES TO PART 157

APPENDIX A—DAMAGE ASSUMPTIONS, HYPO-
THETICAL OUTFLOWS, AND CARGO TANK
SIZE AND ARRANGEMENTS

APPENDIX B—SUBDIVISION AND STABILITY AS-
SUMPTIONS

APPENDIX C—PROCEDURE FOR DETERMINING
DISTRIBUTION OF SEGREGATED BALLAST
TANKS TO PROVIDE PROTECTION AGAINST
OIL OUTFLOW IN THE EVENT OF GROUND-
ING, RAMMING, OR COLLISION

APPENDIX D—EXAMPLE OF A PROCEDURE FOR
DEDICATED CLEAN BALLAST TANKS OPER-
ATIONS

APPENDIX E—SPECIFICATIONS FOR THE DE-
SIGN, INSTALLATION AND OPERATION OF A
PART FLOW SYSTEM FOR CONTROL OF
OVERBOARD DISCHARGES

APPENDIX F—GUIDELINES AND SPECIFICATIONS
FOR OIL DISCHARGE MONITORING AND CON-
TROL SYSTEMS FOR TANKERS

APPENDIX G—TIMETABLES FOR APPLICATION
OF DOUBLE HULL REQUIREMENTS

AUTHORITY: 33 U.S.C. 1903; 46 U.S.C. 3703,
3703a (note); 49 CFR 1.46. Subparts G, H, and
I are also issued under section 4115(b), Pub.
L. 101–380, 104 Stat. 520; Pub. L. 104–55, 109
Stat. 546.

SOURCE: CGD 74–32, 40 FR 48283, Oct. 14,
1975, unless otherwise noted.

Subpart A—General
§ 157.01 Applicability.

(a) Unless otherwise indicated, this
part applies to each vessel that carries
oil in bulk as cargo and that is:

(1) Documented under the laws of the
United States (a U.S. vessel); or

(2) Any other vessel that enters or
operates in the navigable waters of the
United States, or that operates, con-
ducts ligtering under 46 U.S.C. 3715, or
receives cargo from or transfers cargo
to a deepwater port under 33 U.S.C. 1501
et seq., in the United States Exclusive
Economic Zone, as defined in 33 U.S.C.
2701(8).

(b) This part does not apply to a ves-
sel exempted under 46 U.S.C. 2109 or 46
U.S.C. 3702.

[CGD 90–051, 57 FR 36238, Aug. 12, 1992, as
amended by CGD 91–045, 61 FR 39788, July 30,
1996]

§ 157.02 Incorportion by reference.

(a) Certain material is incorporated
by reference into this part with the ap-
proval of the Director of the Federal
Register under 5 U.S.C. 552(a) and 1
CFR part 51. To enforce any edition
other than that specified in paragraph
(b) of this section, the Coast Guard
must publish notice of change in the
FEDERAL REGISTER; and the material
must be available to the public. All ap-
proved material is available for inspec-
tion at the Office of the Federal Reg-
ister, 800 North Capitol Street NW.,
suite 700, Washington, DC, and at the
U.S. Coast Guard, Office of Operating
and Environmental Standards (G–
MSO), 2100 Second Street SW., Wash-
ington, DC 20593–0001, and is available
from the sources indicated in para-
graph (b) of this section.

(b) The material approved for incor-
poration by reference in this part and
the sections affected are as follows:

International Maritime Organization (IMO)—4 Albert Embankment, London SE1 7SR,
England.

IMO Assembly Resolution A.601(15), Provision and Display of Manoeuvring In-
formation on Board Ships, Annex sections 1.1, 2.3, 3.1, and 3.2 with appendices,
adopted on 19 November 1987 .............................................................................. 157.450

IMO Assembly Resolution A.744(18), Guidelines on the Enhanced Programme of
Inspections During Surveys of Bulk Carriers and Oil Tankers, Annex B sec-
tions 1.1.3–1.1.4, 1.2–1.3, 2.1, 2.3–2.6, 3–8, and Annexes 1–10 with appendices,
adopted 4 November 1993 ..................................................................................... 157.430

IMO Assembly Resolution A.751(18), Interim Standards for Ship
Manoeuvrability, Annex sections 1.2, 2.3–2.4, 3–4.2, and 5, adopted 4 November
1993 with Explanatory Notes in MSC/Circ. 644 dated 6 June 1994 ........................ 157.445
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